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Warnings and Safety Precaution

Please read this manual carefully before using your NECThe NEC Multimedia monitor PlasmaSync 4210W is
PlasmaSync - 42inch Plasma Monitor PX-42M5G and keepdesigned and manufactured to provide long, trouble-

the manual handy for future reference.
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CAUTION: TO REDUCE THE RISK OF ELECTRIC
SHOCK, DO NOT REMOVE COVER.
NO USER-SERVICEABLE PARTS IN-
SIDE. REFER SERVICING TO QUALI-
FIED SERVICE PERSONNEL.

CAUTION

RISK OF ELECTRIC SHOCK
DO NOT OPEN

This symbol warns the user that uninsulg
voltage within the unit may have sufficig
A fore, it is dangerous to make any kind
contact with any part inside of this unit.

literature concerning the operation 4
maintenance of this unit has been inclug
Therefore, it should be read carefully
order to avoid any problems.
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WARNING

TO PREVENT FIRE OR SHOCK HAZARDS, DO NOT
EXPOSE THIS UNIT TO RAIN OR MOISTURE. ALSO
DO NOT USE THIS UNIT'S POLARIZED PLUG WITH
AN EXTENSION CORD RECEPTACLE OR OTHER OUT-
LETS, UNLESS THE PRONGS CAN BE FULLY IN-
SERTED. REFRAIN FROM OPENING THE CABINET AS
THERE ARE HIGH-VOLTAGE COMPONENTS INSIDE.
REFER SERVICING TO QUALIFIED SERVICE PER-
SONNEL.

WARNING

This is a product of Class A. In case of any functionality
disturbance in the usage, it is requested to ask the supplier
for the appropriate treatment.
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magnitude to cause electric shock. There-

of

This symbol alerts the user that important
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ed.
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free service. No maintenance other than cleaning is
required. Use a soft dry cloth to clean the panel. Never
use solvents such as alcohol or thinner to clean the
panel surface.

The plasma display panel consists of fine picture ele-
ments or pixels (cells). Although NEC produces
plasma display panels with more than 99.99 percent
active cells, there can be some cells that do not pro-

duce light or remain lit.
For operating safety and to avoid damage to the unit,
read carefully and observe the following instructions.

To avoid shock and fire hazards:

1.

Provide adequate space for ventilation to avoid inter-
nal heat build-up. Do not cover rear vents or install in a
closed cabinet or shelves.

The unit is equipped with cooling fans. If you install
the unit in a an enclosure, be sure there is adequate
space at the top of the unit to allow hot air to rise and
escape.

If the monitor becomes too hot, the overheat protector
will be activated and the monitor will be turned off. If
this happens, turn off the power to the monitor and un-
plug the power cord. If the room where the monitor is
installed is particularly hot, move the monitor to a cooler
location, and wait for the monitor to cool for 60 min-
utes. If the problem persists, contact your NEC dealer
for service.

Do not use the power cord polarized plug with exten-
sion cords or outlets unless the prongs can be completely
inserted.

Do not expose unit to water or moisture.

Avoid damage to the power cord, and do not attempt to
modify the power cord.

Unplug unit during electrical storms or if unit will not
be used over a long period.

Do not open the cabinet which has potentially danger-
ous high voltage components inside. If the unit is dam-
aged in this way the warranty will be void. Moreover,
there is a serious risk of electric shock.

Do not attempt to service or repair the unit. NEC is not
liable for any bodily harm or damage caused if unquali-
fied persons attempt service or open the back cover.
Refer all service to authorized NEC Service Centers.



To avoid damage and prolong operating life: Contact NEC affiliates on authorized dealer for other rec-
1. Use only with 100-240V 50/60Hz AC power supply. ommended procedures that will best suit your particular
Continued operation at line voltages greater than 100-application needs.
240 \Wlts AC will shorten the life of the unit, and might
even cause a fire hazard. Burn-in is not covered by the warranty.
2. Handle the unit carefully when installing it and do not
drop.
3. Locate set away from heat, excessive dust, and direct
sunlight.
4. Protect the inside of the unit from liquids and small
metal objects. In case of accident, unplug the unit and
have it serviced by an authorized NEC Service Center.
5. Do not hit or scratch the panel surface as this causes
flaws on the surface of the screen.
6. For correct installation and mounting it is strongly rec-
ommended to use a trained, authorized NEC dealer.
7. As is the case with any phosphor-based display (like a
CRT monitor, for example) light output will gradually
decrease over the life of a Plasma Display Panel.

Recommendations to avoid or minimize phosphor burn-in

Like all phosphor-based display devices and all other gas
plasma displays, PlasmaSync monitors can be susceptible
to phosphor burn under certain circumstances. Certain op-
erating conditions, such as the continuous display of a
static image over a prolonged period of time, can result in
phosphor burn if proper precautions are not taken. To pro-
tect your investment in this NEC PlasmaSync monitor,
please adhere to the following guidelines and recommen-
dations for minimizing the occurrence of image burn:

» Always enable and use your computer’'s screen saver
function during use with a computer input source.

« Display a moving image whenever possible.

» Always power down the monitor when you are finished
using it.

If the PlasmaSync monitor is in long term use or continu-
ous operation take the following measures to reduce the
likelihood of phosphor burn:

» Lower the Brightness and Contrast levels as much as pos-
sible without impairing image readability.

« Display an image with many colors and color gradations
(ie. photographic or photo-realistic images).

 Create image content with minimal contrast between light
and dark areas, for example white characters on black
backgrounds. Use complementary or pastel color when-
ever possible.

» Avoid displaying images with few colors and distinct,
sharply defined borders between colors.
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How to Attach Options to the Plasma Monitor

You can attach optional mounts or stand to the plasma moni- 2
tor in one of the following two ways:
* As it is made upright. (See Drawing A)
* As itis laid down with the screen face down (See Draw-
ing B). Lay the protective sheet, which was wrapped
around the monitor when it was packaged, beneath the _
>

screen surface so as not to scratch the screen face.

 This device cannot be installed on its own.
Be sure to use a stand or original mounting
unit. (Wall mount unit, Stand, etc)
* See page E-2. N
« For correct installation and mounting it is
strongly recommended to use a
trained,authorized NEC dealer.

Failure to follow correct mounting proce-
dures could result in damage to the equip-
ment or injury to the installer.

Product warranty does not cover damage
caused by improper installation.

Ventilation Requirements for Wall :

enclosure mounting '

To allow heat to disperse, leave space between - | .
31mm (1.22") 31mm (1.22")
3lom (1.2 | | _ 1L

surrounding objects as shown on the diagram be
low when installing. ~

1110mm |(43.7") -

Wall

748mm(29.57)
\
L
T




Introduction to the PlasmaSync 42-inch  Contents of the Package

Plasma Monitor

NEC's PlasmaSync is a seamless blend of cutting-edge
visual technology and sophisticated design. At 42-inches, L] Power cord

with a 16:9 aspect ratio, the PlasmaSync certainly makesa ] RGB cable (Mini D-Sub 15-pin to Mini D-Sub 15-
big impression. However, at a mere 3.6 inches/ 91mm thin, pin connector)

the monitor's sleek techno-art lines blend in well with your ]

environment. PlasmaSync's crisp, vivid image quality will L] Adapter for Macintosh

transform data from any graphic medium from PCs to DVD ] Remote control unit with two AA Batteries
players- into art. And weighing only 87.1 Ibs/ 39.5kg, it
actually can be hung almost anywhere. NEC has made sure
that a host of multimedia resources can be easily connected [] Safety metal fitting (2 pieces)*
and displayed as brilliantly as intended on the PlasmaSync
monitor.

] PlasmaSync 4210W plasma monitor

[] User's manual

] Screw for safety metal fitting (2 pieces)*

1 Wired remote cable

The features you'll enjoy include:
* 42-inch screen

» 16:9 aspect ratio

» Capsulated Color Filter (CCF) and black matrix

* 3.6 in/ 91mm thin

» 87.1 Ibs/ 39.5kg light

* These are fittings for fastening the unit to a wall to
prevent tipping due to external shock when using the
stand (option). Fasten the safety fittings to the holes
in the back of the monitor using the safety fitting
mount screws.

 High-resolution screen:85880 pixels Opl'ions

» 160-degrees of off-axis viewing, horizontally and verti-
cally. » Wall mount unit

« Flicker - and warp - free display provides excellentim- < Ceiling mount unit
age geometry even in screen corners * Tilt mount unit

» Not affected by magnetic fields, no color drift or edge e« Tabletop stand
distortion.  LCD touch screen learning remote controler

* VGA, SVGA, XGA, SXGA (60HZ), computer signal (A multi function LCD Remote Control that makes operation
compatibility of connected VCR, Laser Disc, and DVD possible from a sin-

. , . le unit. It also h “learning function" that turns it int

* NTSC, PAL, SECAM, composite and S-Video signal ?ofafgmot:(fgmrif)a earning function” fhat tms 1 info &

compatibility . Others '

» 480P, 1080I, 720P and HDTYV signal compatibility

e PCs, VCRs, Laser Disc and DVD player source compat-
ibility

 Softscaling automatically converts SVGA and XGA sig-
nals to the panel's native resolution

e RGB input(1), Video/S-Video input(1), DVD/ HD in-
put(1), audio output(1), external control input(1)

» AccuColor control system provides user selectable on-
screen color temperature settings

« New Drive Technology

« Component video input terminal for DVD, 15.75kHz (Y,
Cs, Cr)

* NEC's OSM menu-driven on screen control system that
makes image adjustments a snap

« Seven languages (English, German, French, Italian,
Spanish, Swedish, and Japanese)

Note: These instructions are for both the standard
(included) remote control unit and the optional LCD
remote controller (PX-RC1E). For details on operating
the LCD remote controller, refer to the operating in-
structions included with LCD remote controller.



Front View

- NEC

O werseicer v voune A

| POWER/STANDBY
O INPUT SELECT V VOLUME A
@ @ ® @ ®
®OPower (4Remote sensor window
Turns the monitor's power on and off. Receives the signals from the remote control unit.
@INPUT SELECT GBGVOLUME A and Vv
Switches the input, in the following order: Adjust the volume.

- VIDEO - DVD/HD - RGB O

®POWER/STANDBY indicator
When the power is on........ccccoccvveeeinnnne. Lights green.
When the power is in the standby mode ... Lights red.



Rear View/ Terminal Board
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EXT SPEAKER R

® O G
H
L ONO
A R mDEO
L
B R:IB\YDIHD
C ﬁ\lGB
D L AUDIO
ouT
(VARIABLE)
E CoNTROL FEONTROL
A VIDEO IN/AUDIO IN F EXTERNAL CONTROL
Connect VCR's, DVD's or Laser Discs, etc. here. This terminal is used when power ON/OFF, input se-
lection and AUDIO MUTE and other controls are oper-
B DVD/HD (Y1Y, Ce/Ps and Cr/Pr) IN/ AUDIO IN ated externally (by external control). See also page E-
Connect DVD's, high definition Laser Discs, etc. here. 38 for external control.
C RGB IN/ AUDIO IN G AC IN
Connect Computer Source here. Connect the included power cord here.
D AUDIO OUT 3 H EXT SPEAKER L and R
Connect the external amplifier only for woofer. Connect speakers here.

The output level depends on the volume setting.

E REMOTE CONTROL
Connect the supplied remote cable here.



Remote Controller

@ POWER
? Turns the monitor's power on and off.
® RGB/PC

Press this button to select RGB/PC as the source.
(1) RGB/PC can also be selected using the INPUT SELECT
PIQE]R button on the monitor. The input switches as follows
(3] each time the button is pressed:
o ?GB£C % Dvl_L’_H[l) B VIDEO - DVD/HD - RGB/PC—l
e POSITIONT CONTROL
® VIDEO
00— e l% P5) Press this button to select VIDEO as the source.
VIDEO can also be selected using the INPUT SELECT
(7] - = (> button on the monitor. The input switches as follows
OK each time the button is pressed:
—= ] oqursor ([ (6] - VIDEO - DVD/HD - RGB/PC -
VISUAL CONTROL
() O DVD/HD
(A JCalCa)la el Press this button to select DVD/HD as the source.
CONRAST BRIGHT COLOR  TINT SHARPNESS
)0 DVD/HD can also be selected using the INPUT SE-
(9] ® LECT button on the monitor. The input switches as fol-
® ® lows each time the button is pressed:
VOLUME MUTE - VIDEO - DVD/HD - RGB/PC o
® === (3 ®
WIDE DISPLAY OFF TIMER
® ® © MENU
Use this button to turn the main menu on/off.
® NEC 5&553 ® OK
Use this button to approve selections and settings.
@ CURSOR (A/ v/ «/p)
Use these buttons to select items or settings and to ad-

just settings.
\ / © CONTRAST (A / V)

Adjusts the picture's contrast.

© BRIGHT (A / V)
Adjusts the picture's brightness.

@ COLOR (A / V)
Adjusts the color density.

@TINT(A/ V)
Adjusts the picture's tint.(NTSC only)

® SHARPNESS (A / V)
Adjusts the picture's sharpness.



Battery Installation and Replacement
Insert the 2 "AA" batteries, making sure to set them in
with the proper polarity.

® MUTE 1.Press and pull.
Mutes the sound.

® VOLUME (A / V)
Adjust the volume.

® WIDE
The type of broadcast is detected automatically, and the
recommended wide screen mode is set. %

® DISPLAY
Displays the source settings on the screen.

® OFF TIMER

. . ) 2.Load the batteries in the direction indicated by the "+"
Activates the off timer for the unit.

and "-" marks in the case.

® BACK LIGHT switch
Turns the back light on and off.
Turn on when using the remote control in dark rooms.

Note: The backlight key characters may not be vis-
ible in a bright-lit oom. Make sure that the backlight

switch is OFF when the remote control unit is not used.
If no button operation is made within 30 seconds when

the backlight is lit in the wireless condition, the
backlight will go off automatically to conserve battery
life. To turn the backlight on again, set the switch to
the OFF position, then set it to the ON position. 3.Put the lid back on.

@ Remote Jack
Insert the plug of the supplied remote cable when using
the supplied remote control unit in the wired condition.

Note: Connecting the monitor and the remote con-
trol unit with the supplied remote cable turns on the
backlight independent of the backlight switch setting
when the monitor is powered on.

@ Remote control signal transmitter
Transmits the remote control signals.



Using the wired remote control mode Operating Range

Connect the included remote control cable to the remote* Use the remote controller within a distance of about 7 m
control unit's "REMOTE CONTROL" terminal. [ 23ft. from the front of the monitor's remote control sen-

) ) sor and at a horizontal angle of within°30
When the cable is connected, the mode automaticallysx The remote control operation may not function if the

switches to wired remote control. monitor's remote control sensor is exposed to direct sun-

control unit can be operated even if no batteries are loaded. between the sensor and the remote control unit.

L AUDIO TENT Ny
R ouT
(VARIABLE)

Remote Control Cable

Approx.
7m/ 23ft

To Remote Jack

Handling the remote controller

» Do not drop or mishandle the remote control unit.

» Do not get the remote control unit wet. If the remote
gets wet, wipe it dry immediately.

» Avoid heat and humidity.

» When not using the remote control unit for a long pe-
riod, remove the batteries.

» Do not use new and old batteries together, or use differ-
ent types together.

» Do not take apart the batteries, heat them, or throw them
into a fire.

» When using the remote control unit in the wireless con-
dition, be sure to unplug the remote cable from the RE-
MOTE CONTROL terminal on the monitor.
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VIDEO IN Document Camera
L
(MONO) I: [ _I
- E
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I To video, S-video inputs on
the PlasmaSync 4210W

i
&

V

DVD/HD IN VCR or Laser Disc Player
L

V

Ll @
]

W — — <:: Ce/Ps
vono [ DVD Player -@

Ll S
]

- — Cr/IPRr
Signal cable (supplied)

To Mini D-Sub 15 pin connector

on the PlasmaSync 4210W f\
g0
0g®

I -
-y =
IBM VGA or Compatibles
1IN
Macintosh or Compatibles
(Desk top type) Monitor adapter for
Macintosh (supplied)

AUDIO OUT
L —

v

R
(VARIABLE) — ;

V

Z: RGB IN

v

J
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REMOTE
CONTROL

EXTERNAL
CONTROL

External
Control




Connecting Your PC Or Macintosh  Connecting Your VCR Or Laser Disc Player
Compuier Use common RCA cables (not provided) to connect your
Connecting your PC or Macintosh computer to your VCR or laser disc player to your PlasmaSync 4210W. To
PlasmaSync 4210W will enable you to display your make these connections, simply:

computer's screen image for an impressive presentation. The

PlasmaSync 4210W supports the signals described on pagk Turn off the power to your PlasmaSync 4210W and

E-50. VCR or laser disc player.

To connect to a PC, Macintosh or compatible graphics2. Connect one end of your RCA cable to the video out-

adapter, simply: put connector on the back of your VCR or laser disc

1. Turn off the power to your PlasmaSync 4210W and Player, connectthe other end to the Video input on your
compulter. PlasmaSync 4210W. Use standard RCA audio patch

cords to connect the audio from your VCR or laser disc
player to your PlasmaSync 4210W (if your VCR or
laser disc player has this capability). Be careful to keep
your right and left channel connections correct for stereo
sound.

2. If your PC does not support XGA/SVGA/VGA you will
need to install an XGA/SVGA/VGA graphics board. Con-
sult your computer's owner's manual for your XGA/SVGA/
VGA configuration. If you need to install a new board, see
the manual that comes with your new graphics board for
installation instructions. 3. Turn on the PlasmaSync 4210W and the VCR or laser

3. The PlasmaSync 4210W provides signal compatibility with ~ disc player.
VESA 1280x 1024@60MHz (SXGA). However, it is not

recommended to use this resolution due to image readabil- poges Refer to your VCR or laser disc player owner's

ity on the monitors 858 480 native pixel resolution panel.  anual for more information about your equipment's
4. Use the signal cable that's supplied to connect your PC or video output requirements.

Macintosh computer to the PlasmaSync 4210W. For

Macintosh, use the supplied monitor adapter to connect

to your computer's video port. Connecting Your DVD Player
5. Turn on the PlasmaSync 4210W and the computer. You can connect your PlasmaSync 4210W to a DVD player.

6. If the PlasmaSync 4210W goes blank after a period of 10 d0 SO, simply:

inactivity, it may be caused by a screen saver installed on
the computer you've connected to the PlasmaSyncl- Turn off the power to your PlasmaSync 4210W and
4210W. DVD player.

When using a Macintosh with the PlasmaSync 4210W, the2. Use a standard video cable to connect your DVD player
following three display standards are supported using the tothe, Cb, and Crinputs on your PlasmaSync 4210W.
included Macintosh adapter : Or use the DVD-player's S-Video output. Use a stand-
13" fixed mode ard S-Video cable to connect to the S-Video input on
- the PlasmaSync 4210W.
16" fixed mode

19" fixed mode 3. Turn on the PlasmaSync 4210W and the DVD player.

The 13" fixed mode is recommended for the PlasmaSync
4210W.

Connecting Your Document Camera

You can connect your PlasmaSync 4210W to a document

camera. To do so, simply:

1. Turn off the power to your PlasmaSync 4210W and
document camera.

2. Use a standard video cable to connect your document
camerato the Video input on your PlasmaSync 4210W.

3. Turnon the PlasmaSync 4210W and the document cam-
era.

Note: Refer to your document camera's owner's
manual for more information about your camera's video
output requirements.



External Speaker Connections

o O fnnnnnnnnnnnnn IRNNNNnnnnnnnnnn o o

fl SR S T 1 I

I
O
O
Il

EXT SPEAKER R EXT SPEAKER L

| [0
 [©
= [0
c [©

* Em|vioeo
N

R

L Jovoro

I

(VARIABLE)

REMOTE
CONTROL

o o TN Innnnnnnnn o o

External speakers may be connected to the PlasmaSyn€o connect external speakers directly to the PlasmaSync
4210W to reproduce sound from VIDEO, DVD or RGB 4210W:
signal sources. 1. Strip the ends of the speaker wires.

2. Press down the tabs below the SPEAKERS terminals,
External speakers may be connected directly to the SPEAK-  insert the speaker wire and release the tab to secure the
ERS terminals or indirectly by connecting a stereo system  speaker wire connection:

amplifier to the audio outputs. [a] Connect the right speaker (located at right side
of the monitor when  viewed from the front)
CAUTION: Unplug the PlasmaSync 4210W and all positive (+) wire to RIGHT +.
connected components before connecting external [b] Connect the right speaker negative (-) wire to
speakers. Use only speakers with 6-ohm impedance and RIGHT -.
a power output rating of 7 watts or more. [c] Connect the left speaker negative (-) wire to
LEFT-.
[d] Connect the left speaker positive wire (+) to
LEFT+.
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LINE OR LINE OR
AUX INPUT  AUX INPUT

STEREO AMP

To connect the PlasmaSync 4210W to stereo system speak-
ers:

1. Connect AUDIO OUT L to the stereo amplifier AUX
INPUT L.

2. Connect AUDIO OUT R to the stereo amplifier AUX
INPUT R.



Mini D-Sub 15 Pin RGB Signal Composition
Pin Assignments and Signal Levels for 15 pin RGB (Analog)

~(®0e00
JOe06

Pin No. Signal to be connected
1 RED
2 GREEN or Sync. on Green
3 BLUE
4 No Connection
5 GND
6 RED (GND)
7 GREEN (GND)
8 BLUE (GND)
9 No Connection
10 SYNC (GND)
11 No Connection
12 SDA
13 H. sync
14 V. sync
15 SCL




POWER VISUAL CONTROL
To turn the unit ON and OFF: TO adjust the picture's contrast:
1. Plug the power cord into an active AC power outlet. 1, Press and hold the CONTRASA button for higher

2. Press the POWER button (on the remote controller) to contrast.

turn on. 2, Press and hold the CONTRASY button for lower

The monitor's POWER/STANDBY indicator will light contrast.
up(green) when the unit is on.
TO adjust the picture's brightness:

3. Press the POWER button (on the remote controller orl’ Press and hold the BRIGHE button for a brighter

the unit) to turn off.

picture.
The monitor's POWER/STANDBY indicator turns red .
and the standby mode is set (only when turning off the2’ tr::eess and hold the BRIGH button for a darker pic-

unit with the remote control).

TO adjust the picture's color:
VOLUME 1, Press and hold the COLOR button for more color
To adjust the volume: saturation.
1. Press and hold the VOLUMK button (on the remote
controller or the unit) to increase to the desired level.

2. Press and hold the VOLUME button (on the remote

controller or the unit) to decrease to the desired level. ) ) i
TO adjust the picture's tint (NTSC only):

1, Press and hold the TINA button for a greener tint.

MUTE 2, Press and hold the TIN¥ button for a redder tint.
To cancel the sound:
Press the MUTE button on the remote controller to cancel

sound; press again to restore.

2, Press and hold the COLORbutton for less color satu-
ration.

TO adjust the picture's sharpness:
1, Pressand hold the SHARPNE&®utton for a sharper

picture.
DISPLAY
To check the settings: 2, ;Let:jrseand hold the SHARPNESSoutton for a softer

1. The screen changes each time the DISPLAY button is
pressed.

2. Ifthe button is not pressed for approximately three sec-

onds, the menu turns off. display will disappear.

*If no key operation is made within five seconds, the OSM



OFF TIMER

To set the off timer:

The off timer can be set to turn the power off after 30,
60, 90 or 120 minutes.

1. Press the OFF TIMER button to start the timer at 30
minutes.

2. Press the OFF TIMER button to the desired time.

3. The timer starts when the menu turns off.
|ﬂazoaeoﬂgoalzoﬂoml

4 OFF TIMER30

To check the remaining time:
1. Once the off timer has been set, press the OFF TIMER
button once.

2. The remaining time is displayed, then turns off after a
few seconds.

3. When five minutes remain the remaining time appears
until it reaches zero.

4 OFF TIMER28

Canceling the off timer
1. Press the OFF TIMER button twice in a row.

2. The off timer is canceled.

d: OFF TIMERO

Note:

After the power is turned off with the off timer ...

A slight current is still supplied to the monitor. When
you are leaving the room or do not plan to use the sys-
tem for a long period of time, turn off the power of the
monitor.



WIDE Operations

Watiching with a wide screen (manual) STADIUM size screen
With this function, you can select one of four screen sizes.

When watching videos or digital video discs

1. Press the "WIDE/AUTO WIDE" button on the remote

controller.
2. Within 3 seconds ...
Press the "WIDE/AUTO WIDE" button again. The picture is expanded in the horizontal and vertical di-
The screen size switches as follows: rections at different ratios. _ _
* Use this for watching normal video programs (4:3) with
~ ZOOM - NORMAL - FULL - STADIUM O a wide screen.

When watching high definition video sources
ZOOM size screen

1. Press the "WIDE/AUTO WIDE" button on the remote
controller.

FULL size screen (16 : 9)

The picture is expanded in the horizontal and vertical di-
rection, maintaining the original proportions.
* Use this for theater size (wide) movies, etc.

NORMAL size screen (4:3) The full size screen is displayed.
* The picture has the same size as video pictures (16 : 9).

The normal size screen is displayed.
* The picture has the same size as video pictures with a
4 : 3 aspect ratio.

FULL size screen

The image is expanded in the horizontal direction.

* Images compressed in the horizontal direction ("squeezed
images") are expanded in the horizontal direction and
displayed on the entire screen. (Normal images are ex-
panded in the horizontal direction.)




Watching computer images with a

wide screen
Switch to the wide screen mode to expand the 4 : 3 imagg
to fill the entire screen.

1. Pressthe "WIDE /AUTO WIDE" button on the remote

controller.
2. Within 3 seconds ...

Press the "WIDE/AUTO WIDE" button again.
The screen size switches as follows:

- NORMAL - FULL EI|

NORMAL size screen (4:3)

Information

Il Supported resolution
"« When 800 dox 600 line signals are input, they are

converted to 640 dot480 line or 853 dox 480 line
signals.

When 1024 dox 768 line signals are input, they 3
converted to 640 dot480 line or 853 dox 480 line
signals.

When 1280 dok 1024 line signals are input, they 3
converted to 597 dot478 line.

See page E-50 for details on the display output o

re

the

various vesa signal standards supported by the moni-

tor.

When 852 dox 480 line wide VGA (*) signals with
a vertical frequency of 60 Hz and horizontal freque
of 31.72 kHz are input, select "WIDE" for the "RG
SELECT" setting. Since selecting an 84880 sig-
nal automatically displays the image in correct s
it is not necessary to change the RGB SELECT
ting.

"IBM PC/AT" and "VGA" are registered trademarks of IBM, In|

of the United States.

ncy
B

The picture has the same size as the normal computer im-
age.

FULL size screen

The image is expanded in the horizontal direction.

When using a graphic accelerator boad that is capable of
displaying 848<480.

FULL size screen




OSM(On Screen Menu) COIl'l'I'OIS

Menu Operations 5.

The change is stored until you adjust it again.

6. Repeat steps 2 — 5 to adjust an additional item, or press

The OSM window is displayed with respect the to
screen as shown on the diagram.

*  Depending on the screen's mode, the OSM may be dis-
played slightly differently.
In the explanation, the OSM section is shown close up.

MAIN MENU

The following describes how to use the menus and the se-
lected items.

1. Pressthe MENU button on the remote controller to dis-
play the MAIN MENU.

MAIN MENU
¢ SOUND
=2 SCREEN
1i FUNCTION
@INFORMATION ¥ SEL.
[OK] OK
ENES

2. Press the cursor buttoas ¥ on the remote controller
to highlight the menu you wish to enter.

3. Press the OK button on the remote controller to select
a submenu or item.

PICTURE
R MEMORY 3
(DCONTRAST .
¥BRIGHTNESS N 1 |
@ SHARPNESS 1
@ COLOR .
WTINT .
ki COLOR TEMP : 2 2 SEL
BN R NR-2 [N
BRETURN [MENU] EXIT

4. Adjust the level or change the setting of the selected
item by using the cursor buttorg p on the remote
controller.

the MENU button on the remote controller to exit the
menu display.




Main menu Sub menu Functions
PICTURE PICTURE MODE Sets the picture mode according to the VIDEO environment and
image software.
CONTRAST Adjust the contrast.
BRIGHTNESS Adjust the brightness.
SHARPNESS Adjust the sharpness.
COLOR Adjust the color.
TINT Adjust the tint.
COLOR TEMP Adjust the color temperature and white balance.
NR Reduces noise visible in image.
Main menu Sub menu Functions
SOUND BASS Sets the bass.
TREBLE Sets the treble.
BALANCE Sets the left/right balance.
Main menu Sub menu Functions
SCREEN WIDE ADJ. Adjusts the wide screen's vertical position and size.
RGB ADJ. Adjusts the computer image's vertical and horizontal positions,
fine picture, picture adj, Auto picture.
OSM ADJ. Adjusts the vertical and horizontal positions of the menu display.
Main menu Sub menu Functions
FUNCTION POWER MGT Sets the monitor for use as an energy-saving display when used
with a computer.
RGB SELECT Sets the appropriate mode for the computer image.
RGB (VGA signals), VIDEO (Moving picture), WIDE (WIDE VGA)
DTV.
HD SELECT Sets the digital broadcasting (1080l) or the High Vision (1035I).
OsSM Turns the on-screen display (screen mode, etc.) off (when set to
"OFF").
When set to "ON", the on-screen display is displayed.
GRAY LEVEL In case of 4 : 3, sets the luminance of both sides.
PLE Setting the brightness level to the minimum. Normaly set to AUTO.
RESET Resets all the settings (PICTURE, SOUND, WIDE adjustments,
RGB adjustments, OSM adjustments) to the factory default val-
ues.
Main menu Sub menu Functions
INFORMATION FREQUENCY Used to check the frequency and synchronizing polarities of the

COMMUNICATION

LANGUAGE

COLOR SYSTEM

signal currently being inputted.

Itis not necessary to change the setting on this system. Normally
set to AUTO.

Sets the language of the menus (Japanese, English, German,
French, Swedish, Italian or Spanish).

Sets the VIDEO format (PAL, SECAM, 4.43 NTSC or 3.58 NTSC).



Picture Settings Menvu 4. Press the "OK” button.
The picture mode is set to “THEATER”.

Setting the picture mode according to the bright-

ness of the room PICTURE
There are four picture modes that can be used effectively - AR
according to the environment in which you are viewing ggg:\lGTHRTANSETss : =
the display. @ SHARPNESS . O
@ COLOR 1 |
Example: Setting the “THEATER” mode LTINT 1|
kliCOLOR TEMP : 2 rer—
p . N R - NR-2 |
ress the MENU button on the remote controller to dis- RETURN 4 ADJ.
play the MAIN MENU on the screen, then... EXIT

1. Use thea and v buttons to select “PICTURE”", then 5. Once the adjustment is completed ...

press the “OK” button. Press the “MENU” button.
The “PICTURE” screen appears. All menus disappear.
2. Usethea andv buttons to select “PICTURE MODE".
Information
PICTURE B Types of picture modes
| _PICTURE MODE |l . :
REODE : N MEMORY ......The last picture adjustments are stofed
Y¥BRIGHTNESS here.
@ SHARPNESS THEATER ...... Set this mode when watching video|in
@ COLOR
GITINT a dark room.
LiCOLOR TEMP : 2 SEL This mode provides darker, finer pic-
N R : NR-2 > ADJ' tures, like the screen in movie theaters.
RETURN EXIT CONTRAST = 80% for RESET mode
BRIGHTNESS = 95% for RESET
mode

3. Tosetto “THEATER” ...
Use theq andp buttons to select “THEATER”.
The mode switches as follows when #gandp- but-
tons are pressed:
r MEMORY « THEATER ~ NORMAL ~ RESET .

NORMAL ....... Set this mode when watching video|in
a bright room.
This mode provides dynamic pictures
with distinct differences between light
and dark sections.
CONTRAST = 96% for RESET mode
RESET .......... Use this to reset the picture to the fac-
tory default settings.

PICTURE MODE : ¢« THEATER »

* If neither the«q or p button is pressed within 5 sec-
onds, the current selection is set and the previous
screen reappears.



Adjusting the picture 4
The contrast, brightness, sharpness, color and tint can be
adjusted as desired.

Example: Adjusting the contrast

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “PICTURE”", then
press the “OK” button.
The “PICTURE” screen appears.

2. Use thea and ¥ buttons to select “CONTRAST".

PICTURE
PICTURE MODE : MEMORY
(PDCONTRAST Xl )

. Press the “OK” button.
The contrast adjustment is completed.

PICTURE
PICTURE MODE : MEMORY
2l 1
“#BRIGHTNESS :
@ISHARPNESS
D COLOR
LTINT

L COLOR TEMP : 2 SEL .
BN R : NR-2 b ADJ
[ RETURN :

MEND| EXIT

AR

-

5. Once the adjustment is completed ...

Press the “MENU” button.
All menus disappear.

Note: If “CAN NOT ADJUST" appears ...
When trying to enter the PICTURE submenu, make sure
PICTURE MODE is set to MEMORY.

#BRIGHTNESS [ 1|
@ SHARPNESS 1|
@ COLOR 1 |
WTINT 1
LiCOLOR TEMP : 2 rere
BN R © NR-2 O ADS
BRETURN [MENU| EXIT

3. Use theq andp- buttons to adjust the picture.

CONTRAST
« - I T - >

* If neither theq orp- button is pressed within 5 sec-
onds, the current setting is set and the previous screen
reappears.

Information

B Picture adjustment screen
CONTRAST ....... Changes the picture’s contrast.
BRIGHTNESS .... Changes the picture’s brightness.

SHARPNESS ..... Changes the picture’s sharpness.
Adjusts picture detail of VIDEQ

display.
COLOR .....c.c...... Changes the color density.
TINT o Changes the picture’s tint. (NTSC

only) Adjust for natural coloreg
skin, background, etc.

B Adjusting the computer image

Only the contrast and brightness can be adjusted when
a computer signal is connected.

B Restoring the factory default settings
Select “RESET” under the “PICTURE MODE” settings.




Setting the color temperature Information
Use this procedure to set color tone produced by the plasm

(Y]

H Setting the color temperature

display.
R High (bluer)
Example: Setting "1" 2 e Middle (Standard)
3 Low (redder)

Press the MENU button on the remote controller to dis-

play the MAIN MENU on the screen, then... _ _
M Restoring the factory default settings

1. Use thea and v buttons to select “PICTURE”", then Select “RESET” under the function menu. Note that this
press the “OK” button. also restores other settings to the factory defaults.

The “PICTURE” screen appears.
2. Use thea and ¥ buttons to select “COLOR TEMP”.

PICTURE
PICTURE MODE : MEMORY
(DCONTRAST
#BRIGHTNESS
@ SHARPNESS
D COLOR g
LTINT 2

liCOLOR TEMP KI2 [S SEL
AN R : NR-2 > ADJ
@RETURN MENU EXIT

3. Use theq andp buttons to select "1".
|ﬁlﬁzasapRoh'

~HaRan

-~

* See page E-22 to set "PRO".

PICTURE
PICTURE MODE : MEMORY
(PCONTRAST
“BRIGHTNESS
B SHARPNESS
D COLOR 2
L TINT :

LiCOLOR TEMP KI1[3 SEL.
BN R : NR-2 » ADJ
[ RETURN NENU| EXIT

4. Once the setting is completed...
Press the “MENU” button.
All menus disappear.




Adjusting the color to the desired quality
Use this procedure to adjust the white balance for bright pic-
tures and dark pictures to achieve the desired color quality.

Example: Adjusting the "WHITE BALANCE"

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “PICTURE”", then
press the “OK” button.
The “PICTURE” screen appears.

2. Use thea and ¥ buttons to select “COLOR TEMP”.

PICTURE
PICTURE MODE : ME

(DCONTRAST

#BRIGHTNESS

@ SHARPNESS

@ COLOR

L TINT

EﬂﬂﬂﬂﬁMﬂq.»

BN R : NR=2 o

[ RETURN

<

ORY

JIII!

SEL.
ADJ.
MENU| EXIT

3. Use theq andp- buttons to select "PRO".
|ﬁlﬁzasapRoh'

PICTURE
PICTURE MODE : MEMORY
(DCONTRAST 2
Y“BRIGHTNESS
@ SHARPNESS
@COLOR

LITINT

ICOLOR TEMP 4@ SEL.
BN R : NR-2 OK
.RETURN

MENU EXIT

4. Press the “OK” button.
The "WHITE BALANCE" screen appears.

5. Use theq andp buttons to select "R-GAIN".

»IIII!

4

WHITE BALANCE
Kl 1|
G-GAIN a1 |
B-GAIN : A
R-BIAS - I
G-BIAS - I
B-BIAS . I
[l RETURN $ SEL
< ADJ.

MENU) EXIT

6. Adjusts the white balance using tgeandp buttons.

R-GAIN
— I )

* If neither the« or p- button is pressed within 5 s

onds, the current setting is set and the previous screen

reappears.

7. Press the “OK” button.
The white balance has now been adjusted.

WHITE BALANCE

[ R-GAIN| X
G-GAIN :
B-GAIN
R-BIAS
G-BIAS
B-BIAS
[ERETURN

= a O
v
m>»w
o m
=

=
=
x
—

8. Once the adjustment is completed...
Press the “MENU" button.
All menus disappear.

Information

H Adjusting the white balance

RGB-GAIN ....White balance adjustment for sign
level

RGB-BIAS .....White balance adjustment for bla
level

M Restoring the factory default settings

Restoring the factory default settings
Select “RESET” under the function menu. Note that
also restores other settings to the factory defaults.

ec-
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Reducing noise in the picture 4. Press the “OK” button.
Use these settings if the picture has noise due to poor re- The noise reduction mode is set to “NR-3".
ception or when playing video tapes on which the picture

quality is poor. PICTURE
PICTURE MODE : MEMORY
Example: Setting “NR-3" (DCONTRAST Il
#BRIGHTNESS 1]
Press the MENU button on the remote controller to dis- g(s:g/tg;NEss =
play the MAIN MENU on the screen, then... L:."IT|NT . O
LlCOLOR TEMP : 2 ra——
1. Use thea and ¥ buttons to select “PICTURE”, then MN R aINR-3I8 ., .o,
press the “OK” button. RETURN EXIT

The “PICTURE” screen appears.

2. Use thea and v buttons to select “NR “. 5. Once the setting is completed ...

Press the “MENU” button.

PICTURE All menus disappear.
PICTURE MODE : MEMORY
(DCONTRAST [ -
#BRIGHTNESS T Information
@ SHARPNESS 1|
@COLOR 1] B NR
BTINT a1 | * “NR” stands for Noise Reduction.
OR UL ;4> 4 SEL. * This function reduces noise in the picture.
[ RETURN O ADJ.
EXIT H Types of noise reduction

There are three types of noise reduction. Each has a dif-
ferent level of noise reduction.

The effect becomes stronger as the number increases
(in the order NR-1- NR-2 - NR-3).

OFF .......... Turns the noise reduction function off.

3. Use theq andp buttons to select “NR-3".
The mode switches as follows when #gandp- but-
tons are pressed:

r OFF - NR-1 « NR-2 ~ NR-3 kl

N R 4N R - 3 )

* If neither the« or p button is pressed within 5 sec-
onds, the current selection is set and the previous
screen reappears.



Adjusting the treble, bass and left/right balance 4
The treble, bass and left/right balance can be adjusted to”

suit your tastes.

Example: Adjusting the bass

Press the MENU button on the remote controller to dis-

play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “SOUND?”, then

press the “OK” button.
The “SOUND” screen appears.

2. To adjust the bass ...

Use thea and v buttons to select “BASS”.

SOUND
% BASS <)
& TREBLE a1 |
ki BALANCE 1|
[l RETURN

4 SEL.
<

ADJ.
MENU| EXIT

3. Adjust the bass using tk¢ andp buttons.

BASS
« - I . >

To continue adjusting the sound ...
Repeat from step 2.

Press the “OK” button.
The bass has now been adjusted.

SOUND
G BASS (I
¢ TREBLE 1 |
L BALANCE 1 |
[l RETURN

4 SEL.
O

ADJ.
MENU| EXIT

5. Once the adjustment is completed ...

Press the “MENU" button.
All menus disappear.

Information

H Sound settings menu

BASS ... Changes the level of low frequen
sound.

TREBLE ............. Changes the level of high frequen
sound.

BALANCE .......... Changes the balance of the left g

right channels.

H Restoring the factory default settings

Select “RESET” under the function menu. Note that
also restores other settings to the factory defaults.

nd

his

* |f neither theq or p button is pressed within 5 sec-
onds, the current selection is set and the previous

Screen reappears.



Screen Sel‘l‘ings Menu * |f neither the« or p button is pressed within 5 sec-
onds, the current adjustment is set and the previous

Adjusting the position and size of the wide screen screen reappears.

The position and size of the wide screen can be fine-adjusted.

Example: Adjusting the vertical position in the zoom mode

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...
V-POSITION
1. Use thea and v buttons to select “SCREEN”, then « - I . - >
press the “OK” button.
The “SCREEN” screen appears.

2. Use thea and v buttons to select “WIDE ADJ.”, then To continue making other wide screen adjustments ...
press the “OK” button. Repeat from step 4.
SCREEN 6. Press .the “OK” b’utton.. N
The wide screen’s vertical position has now been ad-
justed.
RGB ADJ. . .
OSM ADJ. 7. Once the adjustment is completed ...
RETURN WIDE ADJ.
MODE : ZO0OM
X 1 [
The “WIDE ADJ.” screen appears. EIV-HEIGHT : 3
RETURN
3. To adjust the zoom mode ... & SEL.
Use theq andp buttons to select “ZO0OM". 4 ADJ.
. [MENU]
The mode switches as follows when #gandp but- EXIT

tons are pressed:
Press the “MENU" button.

r ZOOM « NORMAL « FULL « STADIUM _I All menus disappear.
WIDE ADJ. Information
- q N B Adjusting the wide screen
c1v-POSITION : N V-POSITION. ....... Adjusts the vertical position of the
ElV-HEIGHT : 3 picture.
RETURN V-HEIGHT .......... Adjusts the vertical size of the pi¢-
s . ture.
4 ADJ.
EXIT B Restoring the factory default settings
*The mode can also be switched by pressing the “WIDE/ Select “RESET” under the function menu. Note that this
AUTO WIDE” button on the remote controller. also restores other settings to the factory defaults.

4. To adjust the vertical position ...
Use thea and v buttons to select “V-POSITION”.
5. Adjust using theq andp buttons.

WIDE ADJ.

MODE . ZOOM
21 V_POSITION 4.2.»
EIV-HEIGHT :

[kl RETURN
$ SEL.

4» ADJ.

MENU] EXIT




Adjusting the Position, Fine Picture, Picture Adj

and Auto Picture of a computer image

When a computer image is displayed, the position of the
image can be adjusted and flickering of the image can be

corrected.

Example: Adjusting the vertical position in the normal

mode

Press the MENU button on the remote controller to dis-

play the MAIN MENU on the screen, then...

4. To adjust the vertical position ...

Use thea and v buttons to select “V-POSITION”.

RGB ADJ.
MODE

<«
2 H-PoOSITION : N
FINE PICTURE : I
PICTURE ADJ.: IR
AUTO PICTURE : ON
[l RETURN

NORMAL

& SEL.
O

A\DNR
MENU| EXIT

1. Use thea and v buttons to select “SCREEN?”, then

press the “OK” button.
The “SCREEN" menu appears.

2. Use thea and v buttons to select “RGB ADJ.”, then

press the “OK” button.

SCREEN

5 WIDE ADJ.

RGB ADJ.

OSM ADJ.
[l RETURN

o
v

SEL.

[OK] OK

MENU| EXIT

The “RGB ADJ.” screen appears.

3. To adjust the normal mode ...

Use theq andp buttons to select “NORMAL".
The mode switches as follows when #gandp but-

tons are pressed:

NORMAL « FULL
[ ]

RGB ADJ.

51 V-POSITION
= H-POSITION il
FINE PICTURE : HH

AUTO PICTURE :
RETURN

ON

3] NORMAL [
a1

PICTURE ADJ.: IIH B

114

SEL.

ADJ.
MENU] EXIT

5. Adjust using theq andp buttons.

V—-POSITION

« - I . - >

* If neither the« or p- button is pressed within 5 sec-
onds, the current adjustment is set and the previous

screen reappears.

To continue making other computer image adjustments

Repeat from step 4.

6. Press the "OK" button.

been adjusted.

The vertical position of the computer's image has now

RGB ADJ.
MODE

2 1 [

2 H-POSITION : N
FINE PICTURE: I
PICTURE ADJ.: IR
AUTO PICTURE : ON

[l RETURN

NORMAL

o
v

114

ADJ.
MENU] EXIT

7. Once all adjustments are completed ...

Press the “MENU” button.
All menus disappear.

* The mode can also be switched by pressing the
“WIDE/AUTO WIDE" button on the remote control-

ler.



Information

B Screen modes

FULL* ... The image is displayed over the
entire screen. Set this mode for wide
images. (16 : 9)

NORMAL* .......... Set this mode for the same size|as
video pictures with a 4 : 3 aspect
ratio.

An 800x 600 input signal is con
verted to a 64& 480 resolution
image.

An 1024 768 input signal is con
verted to a 648 480 resolution im-
age.

An 1280x 1024 input signal is con
verted to a 59% 478 resolution im-

age.
* For compatibility set Table for Signals Supported|on
page E-50.

Adjusting the position of the computer image

V-POSITION........ Adjusts the vertical position of the
image.

H-POSITION ...... Adjusts the horizontal position of
the image.

FINE PICTURE .. Adjusts for flickering.

PICTURE ADJ. ... Adjusts for striped patterns on the
image.

AUTO PICTURE . . Turn this on to have the monitor
automatically adjust "FINE PIC
TURE"

B Restoring the factory default settings

Select “RESET” under the function menu. Note that this
also restores other settings to the factory defaults.




Adjusting the position of the menu display

Use these operations to adjust the position of the menus

that appear on screen.

Example: Adjusting the vertical position of the menu
display

Press the MENU button on the remote controller to dis-

play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “SCREEN?”, then

press the “OK” button.
The “SCREEN" menu appears.

2. Use thea and ¥ buttons to select “OSM ADJ.”, then

press the “OK” button.

SCREEN

5 WIDE ADJ.
RGB ADJ.

RETURN
& SEL.

[OK] OK

MENUI EXIT

The “OSM ADJ.” screen appears.

3. To adjust the vertical position ...
Use thea and v buttons to select “V-POSITION”.

OSM ADJ.

-«

2 H-posITioN : [N
[l RETURN

A

v .
4» ADJ.
MENU| EXIT

4. Adjust using theq andp buttons.

OSM ADJ.

al ' |

D H-PosITioN : [N
[i] RETURN

s SEL.

v
4 ADJ.
MENU| EXIT

To continue making other menu position adjustments...

Repeat from step 3.

5. Once all adjustments are completed ...
Press the “MENU" button.
The menu disappears.

Information

B Adjusting the position of the menu display
V-POSITION........ Adjusts the vertical position of th
menu display.

H-POSITION ...... Adjusts the horizontal position ¢
the menu display.

B Restoring the factory default settings

Select "RESET” under the function menu. Note that
also restores other settings to the factory defaults.

D
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Function Settings Menu Information

B Power management function

* The power management function automatically |re-
duces the monitor’s power consumption if the
computer’s keyboard or mouse is not operated for a
certain amount of time. This function can be used
when using the monitor with a computer conform|ng
to the VESA DPMS format.

* |f the computer’s power is not turned on or if the com-
puter and selector tuner are not properly connected,
the system is set to the off state.

* For instructions on using the computer’s power man-
agement function, refer to the computer’s operating
instructions.

Setting the power management for computer images

This energy-saving (power management) function auto-
matically reduces the monitor’s power consumption if no
operation is performed for a certain amount of time.

Example: Turning the power management function on

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...

1. Usethea andv buttons to select “FUNCTION?”, then
press the “OK” button.
The “FUNCTION” screen appears.

2. Use thea and v buttons to select “POWER MGT". . Power management Settings

tion is turned off.

FUNCTION ON...cooeee. In this mode the power management func-

> tion is turned on.
POWER MGT I OFF ; )
RGB SELECT . RGB OFF.......... In this mode the power management fupc

HD SELECT 1080l
OSM ON
GRAY LEVEL 3 ;
Sl AUTO OB B Power maqagement function and POWER/
RESET ¥ ADJ. STANDBY indicator

RETURN EXIT The POWER/STANDBY indicator indicates the status

of the power management function. See page E-30 for
indicator status and discription.

[ FUNGCTION |

3. To turn the power management function on ...
Use theq andp buttons to select “ON”.
The mode switches as follows each time #gerp
button is pressed:

ON . OFF
FUNCTION
a1 ON 2
RGB SELECT : RGB
HD SELECT 10801
OSM : ON
GRAY LEVEL : 3
PLE : AUTO EEES=R
RESET O ADJ.
£ RETURN MENU] EXIT

4. Once the setting is completed ...
Press the “MENU" button.
The power management function is turned on, and the
menu disappears.



POWER/STANDBY indicator

than from the standby mode or suspe
mode.

ed

ed
nd

Power management | POWER/STANDBY | Power management L ; ;
L : Turning the picture back on
mode indicator operating status ~leep g P
on Green Not activated Horizontal and vertical synchronizing sig-Picture already on.
nals are present from the computer.
Standby vellow Activated. No horizontal synchronizing signals areDperate the keyboard or mouse. The pic-
sent from the computer. ture reappears immediately.
No vertical synchronizing signals are senDperate the keyboard or mouse. The pic-
Suspend Red Activated. | from the computer. ture reappears, but more time is requi
than from the standby mode.
No horizontal or vertical synchronizing Operate the keyboard or mouse. The pic-
. signals are sent from the computer. | ture reappears, but more time is requi
Off Red Activated. g P bp 9



Setting a computer image to the correct RGB se- Information
lect screen
On the computer image select the RGB mode, moving im-{ Il RGB SELECT modes
age (video) mode, wide mode or digital broadcast. These 4 mode are not displayed in correct image auto-
matically.
Example: Setting the RGB SELECT mode to “VIDEQO”
P g RGB ........ VESA 640x 480@60Hz
Press the MENU button on the remote controller to dis- ;;J;Se)tms mode for normal computer im-

lay the MAIN MENU on the screen, then... . . . .
Pay VIDEO ...... To display the video signal that is converted

to the RGB signal, set this mode.
WIDE........ When an 852 dot 480 line signal with 3
vertical frequency of 31.72 KHz is inpuyt,
the image may be compressed horizontally.
To prevent this, set RGB SELECT t{o

1. Usethea andv buttons to select “FUNCTION?”, then
press the “OK” button.
The “FUNCTION” screen appears.

2. Use thea and v buttons to select “RGB SELECT". WIDE.
DTV........ Set this model when watching digital broad
FUNCTION casting (480P).

POWER MGT : OFF _ _
: 4 > M Restoring the factory default settings
(H)IgN?EL =er éONSO' Select “RESET” under the function menu. Note that this
GRAY LEVEL - 3 also restores other settings to the factory defaults.
PLE MODE : AUTO EEES=EW
RESET < ADJ.

RETURN MENUl EXIT

3. To set the RGB select mode to “VIDEO” ...
Use theq andp buttons to select “VIDEQ".
The mode switches as follows each time &er p
button is pressed:
|D RGB - VIDEO « WIDE « DTV O

FUNCTION

POWER MGT : OFF

[RGB SELECT BRIVIDEO |3

HD SELECT : 10801

OSM . ON

GRAY LEVEL : 3

PLE : AUTO EIES=R

RESET 4 ADJ.
RETURN MENU] EXIT

4. Once the setting is completed ...
Press the “MENU" button.
The RGB select mode is set to “VIDEQ”, and the menu
disappears.



Setting high definition images to the suitable

screen size

Use this procedure to set whether the number of vertical
lines of the input high definition image is 1035 or 1080.

Example: Setting the "10801" mode to "1035!"

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “FUNCTION?”, then

press the “OK” button.

The “FUNCTION” screen appears.

2. Use thea and ¥ buttons to select “HD SELECT".

FUNCTION

POWER MGT : OFF
RGB SELECT : RGB

HD SELECT Rl 1035/ |2

OSM : ON
GRAY LEVEL : 3
PLE © AUTO
RESET

@ RETURN

4 SEL.
< ADJ.
MENU EXIT

3. To set the HD select mode to “1080I" ...
Use theq andp buttons to select “1080I".
The mode switches as follows each time #er p

button is pressed:
1080! « 1035l

FUNCTION

POWER MGT : OFF
RGB SELECT : RGB

HD SELECT el 10801 J2

OSM : ON
GRAY LEVEL : 3
PLE : AUTO
RESET

[ RETURN

& SEL.
< ADJ.
MENU] EXIT

4. Once the setting is completed ...
Press the “MENU” button.
All menus disappear.

Information
Hl HD SELECT modes

matically.
1080I......... Digital broadcasts
1035I......... Japanese "High Vision" signal format

These 2 mode are not displayed in correct image auto-




Setting the on-screen display Setting the gray level for the sides of the screen
When using the monitor for presentations, etc., the moni-Use this procedure to set the gray level for the parts on the
tor can be set so that the input source, screen mode, etcsjdes of the screen on which nothing is displayed when the

do not appear.

Example: Turning the on-screen display mode off

screen is set to the 4:3 size.

Example: Adjusting the "GRAY LEVEL"

Press the MENU button on the remote controller to dis- Press the MENU button on the remote controller to dis-

play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “FUNCTION?”, then

press the “OK” button.
The “FUNCTION” screen appears.

2. Use thea and ¥ buttons to select “OSM”.

3. To turn the on-screen display mode off ...
Use theq andp buttons to select “OFF".
The mode switches as follows each time #er p
button is pressed:

FUNCTION FUNCTION
POWER MGT OFF POWER MGT OFF
RGB SELECT : RGB RGB SELECT : RGB
HD SELECT : 1080I HD SELECT 1080
1 ON I3 OSM : ON
GRAY LEVEL : 3 ] 3 3
PLE AUTO EBE=R PLE . AUTO EBER
RESET O ADJ. RESET ¥ ADJ.
RETURN VENJ EXIT RETURN VENJ EXIT

play the MAIN MENU on the screen, then...

1. Usethea and v buttons to select “FUNCTION?”, then

press the “OK” button.
The “FUNCTION” screen appears.

2. Use thea and v buttons to select “GRAY LEVEL”

3. To adjust the "GRAY LEVEL"...
Adjust the GRAY LEVEL use theg andp buttons.

ON - OFF FUNCTION
POWER MGT OFF
RGB SELECT : RGB
FUNCTION HD SELECT 1080

POWER MGT OFF OSM :© ON

RGB SELECT : RGB <A

HD SELECT : 1080 PLE . AUTO EBER

xI0FF |3 RESET 4 ADJ.

GRAY LEVEL : 3 RETURN EXIT

PLE AUTO EES=R

RESET ¢ _ADJ. 4. Once the setting is completed ...

RETURN EXIT Press the “MENU” button.

All menus disappear.

4. Once the setting is completed ...
Press the “MENU” button. Information
The on-screen display mode is turned off, and the menu B GRAY LEVEL
disappears. ) ) )
This adjusts the brightness of the black (the gray level)
" for the sides of the screen.
Information The standard is 0 (black). The level can be adjusted from
B OSM modes 1to 15. T_he factory setting is 3. (da_rk gray)
ON.....ocoeee The on-screen display appears. W Restoring the factory default. settings )
OFF ... . The on-screen display does not app Select “RESET” under the function menu. Note that this
also restores other settings to the factory defaults.




Setting the brightness level to the minimum
Locking this mode allows you to dim the picture.

Resetting to the default values

Use these operations to restore all the picture adjustments,
audio settings, wide adjustments, RGB adjustments, OSM
Example: Setting the “PLE” to “LOCK”" adjustments, etc., to the factory default values.

Press the MENU button on the remote controller to dis- Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then... play the MAIN MENU on the screen, then...

1. Use thea andv buttons to select “FUNCTION”", then
press the “OK” button.
The “FUNCTION” screen appears.

1. Usethea andv buttons to select “FUNCTION?”, then
press the “OK” button.
The “FUNCTION” screen appears.

2. Use thea and v buttons to select “PLE". 2. Usethea andv buttons to select “RESET”, then press
the “OK” button.
FUNCTION
POWER MGT : OFF PR TR
RGB SELECT : RGB POWER MGT OFF
HD SELECT 1080 RGB SELECT : RGB
OSM . ON HD SELECT 1080l
GRAY LEVEL : 3 OSM ON
: 4» GRAY LEVEL 3
RESET « ADJ. PLE AUTO EBEER
RETURN EXIT < ADJ.
RETURN MENU EXIT

3. To setthe PLE to "LOCK" ...
Use theq andp buttons to select “LOCK”.
The mode switches as follows each time #er p
button is pressed:

The “RESET"” screen appears.

AUTO ~ LOCK 3. Use thea and v buttons to select “RESET”, then press
the “OK” button.
FUNCTION

POWER MGT : OFF RESET

RGB SELECT : RGB

HD SELECT 1080l

OSM - ON RS TR

GRAY LEVEL : 3

RILOCK |1 $ SEL.

RESET O ADJ. $ SEL.

RETURN MENUl EXIT OK
EXIT

4. Once the setting is completed ...
Press the “MENU” button.

All the settings are restored to the default values.
All menus disappear.

4. Once the setting is completed ...

Information Press the “MENU” button.
B PLE The menu disappears.
AUTO ............ Normally set to AUTO.
LOCK ........... Sets the brightness level to the mipi-

mum.



Checking the frequencies and polarities of input

signals

Use this function to check the frequencies and polarities of
the signals currently being inputted from a computer, etc.

Press the MENU button on the remote controller to dis-
play the MAIN MENU on the screen, then...

1. Use thea and v buttons to select “INFORMATION?”,
then press the “OK” button.
The “INFORMATION” screen appears.

2. Use thea and v buttons to select “FREQUENCY”,
then press the “OK” button.

INFORMATION

FREQUENCY

COMMUNICATION

LANGUAGE
COLOR SYSTEM
[RETURN s

[OK] OK

MENU| EXIT

3. The frequency is displayed.

FREQUENCY
H. FREQ : 37.50KHz
V. FREQ : 75.0Hz
H. POL : NEG.
V. POL . POS.
[OK] RET
MENUI EXIT

* Press the “OK” button to return to the previous screen.

4. Once you have checked the frequency ...
Press the “MENU" button.
The menu disappears.




Setting the language for the menus 5. Press the “OK” button.
The menu display can be set to one of seven languages: The display language is switched to Deutsch.

Japanese, English, German, French, Swedish, Italian %K Once the setting is completed

Spanish. Press the “MENU"” button.

Example: Setting the menu display to “DEUTSCH” The menu disappears.

Press the MENU button on the remote controller to dis-| Information
play the MAIN MENU on the screen, then... W Language settings

1. Use thea and v buttons to select “INFORMATION”", ENGLISH............. English

then press the “OK” button. DEUTSCH ........... German
The “INFORMATION”" screen appears. FRANQAIS """"" French
ESPANOL ............ Spanish
2. Use thea and v buttons to select “LANGUAGE”", ITALIANO ..o, [talian
then press the “OK” button. SVENSKA ........... Swedish
BAZE . ..o Japanese

INFORMATION

FREQUENCY
COMMUNICATION
COLOR SYSTEM

A

[l RETURN 4 .
OK

MENU] EXIT

The “LANGUAGE” screen appears.

3. Use thea and v buttons to select “LANGUAGE”".

LANGUAGE

< ADJ.

OK
MENU EXIT

4. To select“ DEUTSCH “ ...
Use theq andp buttons to select “ DEUTSCH “.
The mode switches as follows when #gandp but-
tons are pressed:

|_> ENGLISH « DEUTSCH ~ FRANCAIS ~O000O
. B#&®E o SVENSKA o ITALIANO ~ ESPANOL <_J

SPRACHE
SPRACHE
RIDEUTSCH |2

4» ADJ.

OK
MENU EXIT




Setting the video signal format 4. To select “3.58 NTSC" ...
Use these operations to set the video signal format (PAL, Use theq andp buttons to select “3.58 NTSC".

SECAM, 4.43 NTSC or 3.58 NTSC). The mode switches as follows when &gandp but-
tons are pressed:
Example: Setting the video signal format to “3.58 - AUTO - PAL « SECAM -0 DJ
NTSC” OO0 - 3.58NTSC « 4.43NTSC
Press the MENU button on the remote controller to dis- COLOR SYSTEM
play the MAIN MENU on the screen, then...
] 3.58NTSC |
1. Usethea and v buttons to select “INFORMATION?”, RETURN
then press the “OK” button.
The “INFORMATION”" screen appears. 4 SEL.
2. Usethea andv buttons to select “COLOR SYSTEM”, O ADJ.
then press the “OK” button. EXIT

5. Once the setting is completed ...

INFORMATION
Press the “MENU" button.

FREQUENCY The color system is set to “3.58 NTSC”, and the menu
COMMUNICATION disappears.
LANGUAGE
;
A SEL Information

[KRETURN h :
OK M Video signal formats

MENU| EXIT

Different countries use different formats for video sig-
nals. Set to the format used in your current country.

The “COLOR SYSTEM" screen appears.

AUTO ............ The video signals are automatically de-
tected and the format is set accordingly.
3. Usethea andv buttons to select “COLOR SYSTEM". PAL ....coveees This is the standard format used mainly
in the United Kingdom and Germany.
COLOR SYSTEM SECAM ......... This is the standard format used mainly
in France and Russia.
COLOR SYSTEM . . . .
H 4.43 NTSC .... This format is used for videos in coup-
RIAUTO |Ig . . . .
RETURN tries using PAL and SECAM video sig-
nals.

3.58 NTSC ....This is the standard format used main
in Japan and the United States.

y

& SEL.

4» ADJ.
MENU| EXIT




External Control

Application
These specifications cover the communications control of the PlasmaSync 4210W by external equipment.

Connections
Connections are made as described below.

External equipment

PlasmaSync 4210W e.g., Personal computer

1) Connector on the PlasmaSync 4210W side: EXTERNAL CONTROL connector.

Type of connector: D-Sub 9-pin male
No. Pin Name
No Connection / 5
RXD (Receive data) A
TXD (Transmit data) ~(Ho000 ‘/ _
DTR (DTE side ready) [ \ Qoo ©

GND N
DSR (DCE side ready) 9

RTS (Request to send)
CTS (Clear to send) 6
No Connection

OO N[O [(WIN|F-

2) Connector on the external equipment side: Serial port (RS-232C) connector

See the specifications of the equipment that is to be connected for the type of connector and the pin assignment.

3) Wiring
Use a crossed (re verse) cable.

Wire the cable so that each pair of data lines cross between the two devices. These data line pairs are RXD (Receive
data) and TXD (Transmit data), DTR (DTE side ready) and DSR (DCE side ready), and RTS (Request to send) and

CTS (Clear to send).

Communication Parameters

(1) Communication system Asynchronous
(2) Interface RS-232C

(3) Baud rate 9600 bps

(4) Data length 8 bits

(5) Parity Odd

(6) Stop bit 1 bit

(7) Communication code Hex



Communication Format

L

Command 1
UnitID 1
Unit ID 2

Command 2

Data length
Data

Check sum

Command 1

Command 1, along with command 2, is a number used to distinguish each command.

In the case of ACK, when the lower order 4 bits is FH (as in 3FH and 7FH), this indicates that the commands and data of
the supported equipment have been received. When the lower order 4 bits is BH (as in 3BH and 7BH), this indicates that
unsupported commands and data have been received.

Unit ID 1 and Unit ID 2
Unit ID 1 and unit ID 2 are numbers used to identify the equipment that is to be connected.
60H is used for the PlasmaSync 4210W and 80H is used for external control equipment such as a personal computer.

1) Unit ID 1: Indicates the equipment sending the signal (Transmitting side ID)

2) Unit ID 2: Indicates the equipment receiving the signal (Receiving side ID)

Command 2
Command 2, along with command 1, is a humber used to distinguish each command. .
Check Sum (CKS), Error Processing, and ACK

1) The check sum described below and RS-232C odd parity are used together for a check of the received data.
The check sum is the lower order 8 bits of one frame of sent or received data comprising the sum total of Command 1,
Unit ID 1 and 2, Command 2, Data Length, and Data.

(eg., select VIDEO)

DFH 80H 60H 47H 01H 01H 08H
Command 1 UnitID1 UnitID 2 Command 2 Data Length Data Check Sum
Total 208H

2) Error Processing

« When the communication interval is vacant for more than 4 ms, thereafter a received Command 1 will be recognized.
If, at this time, meaningful data cannot be recognized, that data will not be recognized (as valid data).
< An ACK will not be returned unless the receive data error, the check sum error, and the receive data are all taken in.



Communications Flow

External equipment

PlasmaSync 4210W e.g., Personal computer

Running Sense

Running Sense

Running Sense

The PlasmaSync 4210W regularly transmits a Running Sense command at an interval of approximately 1 second.
(Running Sense command: 1FH 60H EOH 88H 00H E7H)

This command is used to recognize optional equipment. The return of an ACK is not required when external equipment
such as a personal computer has been connected.

Note that destruction of this data is recommended when it is taken in.

When various commands are to be sent from external equipment such as a personal computer, the PlasmaSync 4210W is
always receive enabled.

Note that when an ACK has not been returned from the PlasmaSync 4210W in 1.5 seconds, a resending of the command
is recommended.



Command Reference List

CMD1 CMD2 LEN
01. Power ON 9FH 4EH OOH
02. Power OFF 9FH 4FH OOH
03. Input Switch Change DFH 47H 01H
04. VOLUME Gain Data DFH 7FH 03H
05. SCREEN MODE Select DFH 51H 01H
06. AUDIO Mute On 9FH 3EH OOH
07. AUDIO Mute Off 9FH 3FH OOH
08. OSM Select DFH 58H 01H
09. Color Gain Data DFH 7FH 03H
10. TINT Gain Data DFH 7FH 03H
11. SHARPNESS Gain Data DFH 7FH O3H
12. CONTRAST Gain Data DFH 7FH 03H
13. BRIGHT Gain Data DFH 7FH 03H
14. Input MODE Request 1FH 41H OOH
15. RESET 1FH 54H OOH
16. COLOR TEMP SELECT DFH OOH 01H
17. RED Gain Data DFH 7FH 04H
18. GREEN Gain Data DFH 7FH 04H
19. BLUE Gain Data DFH 7FH 04H
20. VIDEO ADJ Request 1FH 45H OOH
01. Power ON
Function

The external control equipment switches on the power of the PlasmaSync 4210W.

Transmission Data
9FH 80H 60H 4EH O00H CKS

ACK
The PlasmaSync 4210W returns the following ACK when the power is switched on.
3FH 60H 80H 4EH O00H CKS

02. Power OFF
Function
The external control equipment switches off the power of the PlasmaSync 4210W.

Transmission Data
9FH 80H 60H 4FH O00H CKS

ACK
The PlasmaSync 4210W returns the following ACK when the power is switched off.
3FH 60H 80H 4FH O00H CKS

03. Input Switch Change
Eunction
The external control equipment switches the input of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 47H DATA00 CKS

DATAOO  O1H: Video
05H: HD (DVD,DTV)
07H: PC

ACK
The PlasmaSync 4210W returns the following ACK when the input is switched.
3FH 60H 80H 47H OOH CKS




04.VOLUME Gain Data

Function
The external control equipment changes the VOLUME gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O0O3H DATAO00 DATAO1 DATAO02 CKS

DATAO00: USER SOUND Gain Flag 05H
DATAO01: VOLUME Gain Flag O1H
DATAO02: VOLUME Gain

OOH: Step O
|

OAH: Step 10 (Default)

2AH: Step 42
ACK
7FH 60H 80H 7FH 02H DATAO0O0 DATAO1 CKS

DATAO00: USER SOUND Gain Flag 05H
DATAO01: VOLUME Gain Flag O1H

05. SCREEN MODE Select
Eunction
The external control equipment switches the screen mode of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 51H O01H DATAO00 CKS

DATA00 02H : STADIUM

03H : ZOOM
04H : NORMAL
05H : FULL

ACK
7FH 60H 80H 51H O01H DATAOO CKS

DATAOQO 02H : STADIUM

03H : ZOOM
04H : NORMAL
O5H : FULL

06. AUDIO Mute On
Function
The external control equipment switches on AUDIO Mute of the PlasmaSync 4210W.

Transmission Data
9FH 80H 60H 3EH O00OH CKS

ACK
3FH 60H 80H 3EH O0OH CKS

07. AUDIO Mute Off
Function
The external control equipment switches off AUDIO Mute of the PlasmaSync 4210W.

Transmission Data
9FH 80H 60H 3FH OOH CKS

ACK
3FH 60H 80H 3FH O00OH CKS



08. OSM Select
Function
The external control equipment switches on or off the on-screen display (OSM) of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 58H O01H DATAO00 CKS

DATAOQO0 01H : OSM On
02H : OSM Off

ACK
7FH 60H 80H 58H O01H DATAOO CKS

DATAOQO0 01H : OSM On
02H : OSM Off

* On screen display On/Off is equivalent to "OSM" On/Off function of "FUNCTION".

Operation is as described in the table below.

On-Screen Display (OSM)
Operation Display of items and adjustments on the menu Volume display, input display, and screen size display
When OSM is ON When OSM is OFF When OSM is ON When OSM is OFF
Remote control operation Yes Yes Yes No
Personal computer control operation No No Yes No

09. COLOR Gain Data
Function
The external control equipment changes the COLOR gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O0O3H DATAO0O DATAO01 DATA02 CKS

DATAO00: USER PICTURE Gain Flag 01H

DATAO1: COLOR Gain Flag 04H
DATAO02: COLOR Gain EAH: -22
|
FFH: -01
00H: 0
01H: +01
|
16H: +22
ACK

7FH 60H 80H 7FH 02H DATAO0 DATAO1 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO1: COLOR Gain Flag 04H




10. TINT Gain Data

Function
The external control equipment changes the TINT gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O03H DATAO0 DATAO1 DATA02 CKS

DATAO0O: USER PICTURE Gain Flag 01H

DATAOL: TINT Gain Flag O5H
DATAO2: TINT Gain EAH: -22
FFH: -01
O00H: 0
01H: +01
16H: +22
ACK

7FH ©60H 80H 7FH 02H DATAOO DATAO1 CKS

DATAOQO: USER PICTURE Gain Flag 01H
DATAOL: TINT Gain Flag O5H

11. SHARPNESS Gain Data

Function
The external control equipment changes the SHARPNESS gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O03H DATAOO0 DATAO01 DATA02 CKS

DATA00: USER PICTURE Gain Flag 01H
DATAO01: SHARPNESS Gain Flag 06H

DATA02: SHARPNESS Gain FOH: -16

|

FFH: -01

O0H: 0

01H: +01
I

10H:+16

ACK

7FH 60H 80H 7FH 02H DATAOO0 DATAO01 CKS
DATA00: USER PICTURE Gain Flag 01H
DATAO01: SHARPNESS Gain Flag 06H

12. CONTRAST Gain Data

Function
The external control equipment changes the CONTRAST gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O03H DATAO0 DATAO01 DATA02 CKS

DATAO00: USER PICTURE Gain Flag 01H

DATAOL1: CONTRAST Gain Flag 07H
DATAO02: CONTRAST Gain ?OH :0
34H: +52
ACK

7FH 60H 80H 7FH 02H DATAOO DATAO01 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO1: CONTRAST Gain Flag 07H



13. BRIGHT Gain Data
Function
The external control equipment changes the BRIGHT gain data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH O0O3H DATAO0 DATAO01 DATA02 CKS

DATAOQO0: USER PICTURE Gain Flag 01H

DATAO01: BRIGHT Gain Flag 08H
DATAO02: BRIGHT Gain EAH: -22
|
FFH: -01
OOH: 0
01H: +01
|
16H: +22
ACK

7FH 60H 80H 7FH 02H DATAO0 DATAOl CKS
DATAO0O: USER PICTURE Gain Flag 01H
DATAO01: BRIGHT Gain Flag 08H

14. Input MODE Request
Eunction
The display returns the current input information by the external control equipment’ s request.

Transmission Data
1FH 80H 60H 41H O00H CKS

ACK
7FH 60H 80H 41H O01H DATAOO CKS

DATAOQO: Input Select

01H: Video
04H: HD, DTV
O5H: PC
OAH:DVD

15. RESET

Function

The external control equipment resets the user adjustment of the PlasmaSync 4210W.

Transmission Data
1FH 80H 60H 54H O00H CKS

ACK
3FH 60H 80H 54H O00OH CKS




16. COLORTEMP SELECT
Function
The external control equipment changes the COLOR TEMP of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H OOH O1H DATAO00 CKS

DATAOO
O0OH: 1
O1H: 2
02H: 3
03H: PRO

ACK
7FH 60H 80H O0OH O01H DATAOO CKS

DATAOQO:
O0OH: 1
O1H: 2
02H: 3
03H: PRO

NOTE: Set so that at the selection of 1, 2, or 3 of COLOR TEMP change of the following R/G/B GAIN data cannot be
accepted. (This must be operated in the same way as OSD menu.)

17. RED Gain Data
Function
The external control equipment changes the RED Gain Data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH 04H DATAO0O to DATAO3 CKS

DATAOQ0: USER PICTURE Gain Flag 01H

DATAO1: RED Gain Flag 01H

DATAO2: RED Gain 1 (Bias) FOH: -16 .
|

FFH: -1
00H: O

10H: +16

DATAO3:RED Gain 2 (Drive) FOH: -16
|
FFH: -1
Oi)H: 0
10H: +16
ACK
7FH 60H 80H 7FH 02H DATAOO DATAO01 CKS

DATA00: USER PICTURE Gain Flag 01H
DATAO1: RED Gain Flag 01H



18. GREEN Gain Data
Function
The external control equipment changes the GREEN Gain Data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH 04H DATAOO to DATAO3 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO01: GREEN Gain Flag 02H
DATAO2: GREEN Gain 1 (Bias) FOH: -16

FFH: -1
OOH: O
|
10H: +16
DATAO03: GREEN Gain2 (Drive) FOH: -16
|
FFH: -1
OOH: O
|
10H: +16
ACK
7FH 60H 80H 7FH 02H DATAOO DATAO01 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO01: GREEN Gain Flag 02H

19. BLUE Gain Data
Function
The external control equipment changes the BLUE Gain Data of the PlasmaSync 4210W.

Transmission Data
DFH 80H 60H 7FH 04H DATAO0O to DATAO3 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO01: BLUE Gain Flag 0O3H
DATAO02: BLUE Gainl1(Bias) FOH:-16
|
FFH:-1
O0H: O
|
10H: +16
DATAO03: BLUE Gain2(Drive) FOH:-16
|
FFH:-1
O0H: O

10H:+16

ACK
7FH 60H 80H 7FH 02H DATAOO DATAO01 CKS

DATAO00: USER PICTURE Gain Flag 01H
DATAO01: BLUE Gain Flag 0O3H



20.VIDEO ADJ Request
Function
The display returns the video adjustments information by the external control equipment's request.

Transmission Data
1FH 80H 60H 45H O00H CKS

ACK
7FH 60H 80H 45H OCH DATAOO to DATAOB CKS

DATAOQO: RED Gain(Bias) FOH: -16
|
FFH: -1
OOH: 0
|

10H: +16

DATAO1: GREEN Gain(Bias) FOH: -16
|
FFH: -1
OOH: 0
|
10H: +16

DATAO02: BLUE Gain(Bias) FOH: -16
|
FFH: -1
OOH: 0

10H: +16

DATAO3: COLOR Gain EAH: -22
|
FFH: -01
O0H: 0
01H: +01

16H: +22

DATAO4: TINT Gain EAH: -22
|
FFH: -01
O0OH: 0
01H: +01

16H: +22
DATAO05: SHARPNESS Gain FOH: -16

FFH: -01
O0OH: 0
01H: +01

10H: +16



DATA06: CONTRAST Gain

DATAO7: BRIGHT Gain

DATAO08: RED Gain(Drive)

DATA09: GREEN Gain(Drive)

DATAOA: BLUE Gain(Drive)

DATAOB: COLOR TEMP

O0H: 0

34H: +52

EAH: -22

FFH: -01
OOH: 0
01H: +01

16H: +22
FOH: -16

FFH: -1
00H: 0

10H: +16

I|:OH: -16
FFH: -1
OOH: 0

10H: +16

F|OH: -16
FFH: -1
00H: 0

10H: +16

OOH: 1
01H: 2
02H: 3
03H: PRO




Table for Signals Supporited

Supported resolution

» When 800 dox 600 line signals are input, they are converted to 646& d80 line or 853 dox 480 line
signals.

» When 1024 daox 768 line signals are input, they are converted to 648480 line or 853 dot 480 line
signals.

» When 1280 dok 1024 line signals are input, they are converted to 59% d@8 line.

Model Dots X lines Vertical Horizontal Screen mode
frequency (Hz) |frequency (kHz) INORMAL| FULL
640 %< 400 70.1 315 YES YES
640 x 480 59.9 315 YES YES
72.8 37.9 YES YES
75.0 37.5 YES YES
75.0 39.4 YES YES
85.0 43.3 YES YES
848 x 480*? 60.0 31.0 NO YES
. 800 x 600 56.3 35.2 YES*3 YES
*1BM PC/AT compatible
computers 60.3 37.9 YES*? YES
72.2 48.1 YES*? YES
75.0 46.9 YES*3 YES
85.0 53.7 YES*® | YES**
1024 < 768 60.0 48.4 YES*? YES
*1 70.0 56.5 YES*? NO
*1 75.0 60.0 YES*? NO
1280 x 1024** 60.0 64.0 YES*® NO
640 x 480 66.6 35.0 YES YES
*Apple Macintosh 832X 624 74.6 49.7 YES*® | YES*’
1024 X 768** 74.6 60.2 YES*? NO

*1 Signals with these frequencies are only displayed in the normal mode (4:3).
*2 Only when using a graphic accelerator board that is capable of displaying/848
*3 This signal is converted to a 64G180 signal.

*4 This signal is converted to a 88@180 signal.

*5 This signal is converted to a 587478 signal.

*6 This signal is converted to a 624168 signal.

*7 This signal is converted to a 853168 signal.

* “IBM PC/AT” and “VGA” are a registered trademark of International Business Machines, Inc. of the United
States.
* “Apple Macintosh” is a registered trademark of Apple Computer, Inc. of the United States.



Troubleshooting

If the picture quality is poor or there is some other problem, check the adjustments, operations, etc., before requesting

service.

Symptom

Picture is disturbed.

Sound is noisy.

Remote control unit operates erron
ously.

Checks

Is a connected component set directly|i
front or at the side of the display?

Remedy

Leave some space between the display
the connected components.

The remote controller does not workl.

Are the remote controller’s batteries worre
out?

Replace both batteries with new ones.

Monitor’s power does not turn on whe

the remote controller’s power button

Is the monitor’s power cord plugged in
a power outlet?

(0]

Plug the monitor’s power cord into a power

outlet.

pressed.

Are all the monitor’s indicators off? .

Press the power button on the monito
turn on the power.

Are the remote controller’s batteries worre
out?

Replace both batteries with new ones.

Monitor does not operate when the
mote controller’s buttons are presse

Is the remote controller pointed at the

monitor, or is there an obstacle between

the remote controller and the monitor®

Point the remote controller at the monito
remote control sensor when pressing |
tons, or remove the obstacle.

Is direct sunlight or strong artificial light «
shining on the monitor’s remote contrp
sensor?

Eliminate the light by closing curtains, point

ing the light in a different direction, etc.

Are the remote controller’s batteries woyre
out?

Replace both batteries with new ones.

No sound or picture is produced.

Is the monitor’s power cord plugged info

a power outlet?

Plug the monitor’s power cord into a power

outlet.

Picture appears but no sound is p

Is the volume set at the minimum? .

Increase the volume.

duced.

Is the mute mode set? .
Are the speakers properly connected?} «

Press the remote controller’s mute butt
Connect the speakers properly.

Tint is poor or colors are weak.

Are the tint and colors properly adjusted?

Adjust the tint and color (under “PIQ
TURE").

Nothing appears on screen.

Is the computer’s power turned on? |

Turn on the computer’s power.

Is a source connected? .

Connect source to the monitor.

Is the power manager function in th
standby or off mode?

Operate the computer (move the mou
etc.).

Part of picture is cut off or picture i
not centered.

Se

Is the position adjustment appropriate

Adjust the “RGB ADJ.” properly.

Image is too large or too small.

Is the screen size adjustment appropr#-

ate?

Press the “WIDE/AUTO WIDE” button on
the remote controller and adjust prope

Picture is unstable.

Is the computer’s resolution setting ajp=
propriate?

Set to the proper resolution.

and

ut-

Y.




Product Name PlasmaSync 4210W Plasma Monitor
Product Code PX-42M5G
Screen Size 36.3"(H)x 20.4"(V) inches 1048 (41.3") z?i") (f;)
921(H)x 518.4(V) mm | — O
diagonal 42" ) i o
Aspect Ratio 16:9 1 921(36.3")
Resolution 853(H)x 480(V) pixels \
Pixel Pitch 0.04"(H)x 0.04"(V) inches e Jﬁ 77777 S 1 N O | =
1.08(H)x 1.08(V) mm ! g =
Color Reproduction 256 levels : 16,770,000 colors ! 5 g|
Signals ‘ B
Synchronization Range Horizontal : 15.5 to 64.0 kHz | - ; | >
(automatic : step scan) ! o ‘
Vertical : 50.0 to 85.0 Hz a7
(automatic : step scan)
Input Signals RGB, NTSC, PAL, SECAM, HD, DVD, Units are in mm
DTV* (inch)

RGB Input terminals

Visual mini D-sub 15-pin<1 The features and specifications may be subject to change without
Audio Stereo RCAX1 .
, _ notice.

Video Input terminals

Visual RCAX1
(S-Video: 4-pin DINX 1)

Audio Stereo RCA1

DVD/HD Input terminals * DTV input signals supported on this system
Visual RCA (Y/Y, Cs/P8, CR/PR) 10801 (60 Hz)
Audio Stereo RCA< 1

480P (60 Hz)

External Control

D-sub 9-pin

Sound output

TW+7W at 6 ohm

Power Supply

4801 (60 Hz)
720P (60 Hz)

AC100 — 240V 50/60Hz

Current Rating

5.8A (maximum)

Power Consumption

395W (typical)

Dimensions 1048 (W)X 648 (H)x91 (D) mm
41.3 (W)x25.5 (H)x3.6 (D) in
Weight 39.5kg /87.1 lbs

Environmental Considerations
Operating Temperature
Humidity
Altitude
Storage Temperature
Humidity
Altitude

0°C to 40C / 32F to 104F
20 to 80%

0 to 1900m / 0 to 6230ft
-10°C to 50C / 1£F to 122F
10 to 90%

0 to 3000m / 0 to 9840ft

Front Panel User Controls

Power on/off, Input source select,
\olume up/down

Remote Control Functions

Input selct, OSM control, Visual control, Vol-

ume control, Wireless/ Wired remote control  Accessories

OSM Functions

Picture (Contrast / Brightness / Sharpness
/ Color / Tint / Picture mode/ Color tem-

perature / Noise reductions), Sound (Bass
| Treble / Balance), Screen adjustment

Remote controller with two AA batteries, Wired
remote cable, Adapter for Macintosh, RGB ca-
ble (Mini D-Sub 15-pin to Mini D-Sub 15-pin
connector), Power code, Safety metal fitting,
Screw for safety metal fitting, User's Manual

(Wide adjustment / RGB adjustment/ OSM
adjustment), Function (Power management
/ RGB select/HD select/ OSM/ Gray level
/PLE/ Reset), Information (Frequency /
Communication / Language / Color system)

Regulations

Other Features

Power management, plug and play (DDC1,
DDC2b)

Meets EMC Directive (EN55022, EN61000-
3-2, EN61000-3-3, EN50082-2)

Meets AS/NZS 3548 Class A, 1995
Amendment 1/2 : 1997,

Meets Low Voltage Directive (EN60950,
SEMKO Approved)




